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1.1 Typical Test Data : Conversion Loss @5V, RF to IF Converting 

Test condition : Measured on BeRex E/B at 25°C, 50ohm system,  Vdd=5V, Ids=85mA ,  Down converting 
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1.2 Typical Test Data : Input IP3 5V, RF to IF Converting 

Test condition : Measured on BeRex E/B at 25°C, 50ohm system,  Vdd=5V, Ids=85mA ,  Down converting 
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1.3 Typical Test Data : Conversion Loss @5V, IF to RF Converting 

Test condition : Measured on BeRex E/B at 25°C, 50ohm system,  Vdd=5V, Ids=85mA ,  Up converting 
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1.4 Typical Test Data : Input IP3 @5V, IF to RF Converting 

Test condition : Measured on BeRex E/B at 25°C, 50ohm system,  Vdd=5V, Ids=85mA ,  Up converting 
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1.5 Typical Test Data : Isolation  5V 

Test condition : Measured on BeRex E/B at 25°C, 50ohm system,  Vdd=5V, Ids=85mA ,   
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1.6 Typical Test Data : Conversion Loss @ 3.3V, RF to IF Converting 

Test condition : Measured on BeRex E/B at 25°C, 50ohm system,  Vdd=3.3V, Ids=62mA ,  Down converting 
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1.7 Typical Test Data : Input IP3 @3.3V, RF to IF Converting 

Test condition : Measured on BeRex E/B at 25°C, 50ohm system,  Vdd=3.3V, Ids=62mA ,  Down converting 
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1.8 Typical Test Data : Conversion Loss @3.3V, IF to RF Converting 

Test condition : Measured on BeRex E/B at 25°C, 50ohm system,  Vdd=3.3V, Ids=62mA ,  Up converting 
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1.9 Typical Test Data : Input IP3 @3.3V, IF to RF Converting 

Test condition : Measured on BeRex E/B at 25°C, 50ohm system,  Vdd=3.3V, Ids=62mA ,  Up converting 
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1.10 Typical Test Data : Isolation  3.3V 

Test condition : Measured on BeRex E/B at 25°C, 50ohm system,  Vdd=5V, Ids=85mA ,   

  

 

 


